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Linear PCM Recorder

LS-11
The evolution continues.



It weighs slightlymore than five ounces.
It fits comfortably in your hand. And you
can use it to record just about anything,
anywhere. It’s the Olympus LS-11 Linear
PCMRecorder. If you’re amusician,
it’s ideal for practicing, capturing
performances and writing songs. If
you love nature, take the LS-11 into the
wild to capture bird songs and animal
sounds. If you’re a journalist, use it to
cover press conferences, speeches
and announcements. It’s perfect for
conducting interviews. The LS-11 is
easy to use. Just take it out of the box
and start recording. You’ll have plenty
of useful features: on-board speakers,
a generous 8 GB of internalmemory
and the ability to record in superior-to-
CD-quality sound.With somany uses
for the LS-11, the creative possibilities
are endless. Explore them all.
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Bigger sound from a small recorder. For all you techies,
the LS-11 features a quantization rate of up to 24
bits and a sampling frequency of up to 96 kHz. For
all you non-techies, this means you can record in
better-than-CD-quality sound. You’ll capture every
note and every nuance in impressive, rich sound.

More memory for more music. Record to your heart’s
content. An 8 GB internal memory captures hours
of practices, performances and song-writing
sessions. Add an additional 32 GB with an SD or
SDHC card. The LS-11 allows you to effortlessly
move files between internal and external memory
for plenty of recording flexibility. The 23-hour
battery life ensures you won’t miss a minute.

Find what you want fast. Let’s say you’re
recording a concert and the band is
about to play one of your favorite songs.
Just press a button and create an index
mark. After the show is over, you can
instantly find the song without having to
search the whole file. You can even add
an index mark during playback.

Nothing gets past these microphones. Pick
everything up. The LS-11 has two
condenser stereomicrophones that
don’t miss a note. Capture any sound
with high sensitivity and low noise.
The rigid aluminum caseminimizes
vibration for extra clarity. A 90-degree
outward positioning lets you record
with a wider stereo sound. The LS-11
will even record automatically when
themicrophones sense sound and
stop when there’s silence.

Set your level. Fine-tune your recording
with a level meter that’s displayed on
the LS-11’s LCD along with a PEAK
indicator. Record right away with the
automatic level control.

Find the right format for you. Choose from
aWAV format noncompression linear
PCM recording, MP3 or WMA. Enjoy
gapless playback between same
format and sampling rate.



NOW.
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Unit below is shown at actual size.

WJ-1
Windjammer
(#145165)

ME-31
Compact Gun
Microphone
(#145062)

ME-32
Compact Zoom
Microphone
(#145063)

Silicone
Clear Skin
(#148117)

RS-30W
Remote
Control
(#147026)

Accessories:


